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MIX’AIR® Ag Tech

Why?
Already well-known to industry for the conservation of winter energy and improvements in summer 
work environments, the circulation of air offers the breeding environment an incomparable 
advantage by allowing for more ground level ventilation, where your animals really are. 

How?
 MIX’AIR® Ag Tech, n°1 in farming ventilation, has a series of advantages:
- Eliminates toxic gases and moisture from the level at which the animals fi nd themselves.
- Lowers the temperature in the summer.
- Improves sanitary conditions providing the animals with more comfortable surroundings
 for a greater yield.
- Saves up on energy in winter by recycling the warm air downwards.
- Low installation and operation costs.

Working principle
In summer: cooling and ventilation of the breeding area.
By regenerating the air volume, MIX’AIR® Ag Tech eliminates the stagnant air, the thermal units 
and the steam. It cools the animals and greatly decreases the suffocation hazards. What’s 
more, its watertightness allows the treatment by way of atomization.

In winter: drying up of the litters.
MIX’AIR® Ag Tech recovers the thermal units from the upper areas of the building
(heat economy). It dries up litters by water and ammonia elimination. Moreover, it prevents the 
condensation on the cold surfaces of the building by circulating a warmer and drier air.

Round the year: homogeneous environment.
MIX’AIR® Ag Tech enables to benefi t from the total cubic content of the building with an air 
circulation with fewer admissions (limitation heat changes) and hence a good distribution of the 
animals.
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MIX’AIR® Ag Tech

 Technical characteristics
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Models	 MIX’AIR Ag Tech 48	 MIX’AIR Ag Tech 56	 MIX’AIR Ag Tech 60

Fan diameter 	 122 cm	 142 cm	 152 cm

Standard height	 80 cm	 80 cm	 80 cm

Weight	 10 kg	 10,9 kg	 15,4 kg

Amperage
- low speed	 0,22 A	 0,25 A	 0,32 A
- high speed	 0,43 A	 0,52 A	 0,65 A

Wattage
- low speed	 40 Watts	 50 Watts	 70 Watts
- high speed	 88 Watts	 110 Watts	 120 Watts

Rev/mn	 120 minimum 	 120 minimum 	 120 minimum 
	 300 maximum	 290 maximum	 260 maximum

Power coefficient	 90	 90	 95

Volumes moved	 37 000 m3	 44 600 m3	 76 700 m3

at top speed / h

Average covered area	 85 m2	 100 m2	 120 m2

COMMON CHARACTERISTICS TO THE MODELS

Security 	 > Designed and engineered to be tightproof to dust and moisture
	 > Thermal protection
	 > Perfectly balanced motor and blades
	 > 3,2 mm “J” hook

Advice: You can use a speed control to optimize your MIX’AIR® Ag Tech performance.
	 Available in manual or automatic version. 


